KUPER

ENGINEERED FOR PREMIER BARS

CRYSTAL-CLEAR ICE SPHERES

KI-100SPé63

Dimensional & Installation Drawing Sheet

MADE TO ORDER

Unit Dimensions & Views
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REAR UTILITY CONNECTIONS — DIMENSIONS ININCHES

ISOMETRIC VIEW

UNIT DIMENSIONS

Overall Width

Cabinet Depth

Handle Protrusion

Overall Height

Interior Storage Width
Upper Section Height
Clearance to Casters

Door Swing (front clearance)

UTILITY CONNECTIONS

Water Inlet

Drain Outlet

Auxiliary Drain
Electrical Hookup
Min. Circuit Ampacity
Water Inlet Height
Drain Outlet Height
Electrical Height
Connection Depth

36"

24"

30

40.7"

23"

22.5"

14" (2.9" recess)
16.8"

3/4" GHT

1/2" NPT

3/8" Tube
115V /60Hz / 1ph
20A Dedicated
15.5" from floor
11.7" from floor
7" from floor
4.2" fromrear

Installation Notes: Allow adequate clearance at all sides for ventilation and utility connections. Unit ships on casters — ensure floor can support operational weight.
Alldimensions are ininches unless otherwise noted. Clearances: Minimum 2" rear clearance recommended for utility connections. Note: Specifications are
estimated values subject to normal manufacturing variance. Kuper reserves the right to modify specifications without notice.
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